


•	 WARNING:	 Improper use of any trimmer or brushcutter can cause serious or fatal injury. Read, understand and 
		  follow all safety instructions in your Operator’s and Safety Manuals. A barrier bar and harness must 
		  be used with rigid plastic and metal grass/weed blades. A U-handle and harness must be used with 
		  brush and clearing blades. Always use the appropriate debris shield for the type of cutting attachment 
		  being used, as explained in your Operator’s and Safety Manuals.
•	 WARNING:	 A barrier bar, harness and blade shield must be attached when using a rigid plastic or
		  metal grass/weed blade with front loop handle.
•	 WARNING:	 A U-handle, harness and blade shield must be attached when using a brush or clearing blade.

		  The barrier bar, U-handle, harness and blade shield can be purchased separately from your ECHO dealer. See page 33.

For ECHO’s full line of Brushcutter Accessories, see pages 30–33.
BRUSHCUTTER SAFETY ACCESSORIES

BRUSHCUTTER - STANDARD AND OPTIONAL EQUIPMENT
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SRM-210U n s n n n n n n n s s

SRM-225U n n n s n n n n n s s

SRM-230U n s n n n n n n n s s

SRM-265U n n s n n n n n n n n s s

SRM-280U n n s n n n n n n n n s s

1 U-handle kit or barrier bar is required for metal blade use.  2 Blade conversion kit is required for metal blades and tri-cut blade.   (This chart refers to accessories on pages 30–33.) Standard s  Optional n

BRUSHCUTTERS

BR
U

SH
C

U
TT

ER
S

Helmet with Earmuffs
Four-point suspension systems provides 
head, face, and hearing protection
Part #103942160

Heavy-duty 4-pt Brushcutter Harness
A 4-point harness makes handling 
easier and more comfortable.
Part #99944200202

Safety Gloves and Glasses
See pages 70-71 for the available 
safety glasses and gloves

Model
Engine 

Displacement 
(cc)
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(w/Purge 
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Dry 
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SRM-210U 21.2 Rotary 15.2 59 Straight Standard ECHOmatic 
Pro™ 17 Std. SRM 4-Layer 

Cable
.095 Cross-Fire® 12.9 12.1

SRM-225U 21.2 Rotary 14.9 59 Straight i-30™ U Turn™ 17 Std. SRM 4-Layer 
Cable

.095 Cross-Fire® 13.6 12.8

SRM-230U 22.8 Rotary 19.6 59 Straight Standard ECHOmatic 
Pro™ 17 Std. SRM Steel .095 Cross-Fire® 13.2 12.4

SRM-265U 25.4 Rotary 16.9 59 Straight i-30™ ECHOmatic 
Pro™ 17 Std. SRM 4-Layer 

Cable
.095 Cross-Fire® 14.4 13.5

SRM-280U 28.1 Rotary 21.6 59 Straight Standard ECHOmatic 
Pro™ 17 Std. SRM 4-Layer 

Cable
.095 Cross-Fire® 14.5 13.6

BRUSHCUTTER SPECIFICATIONS

* Includes cutting head, excludes harness.
** Without cutting head, includes shield.		

Shin Guards
Easy-on, easy-off leg 
protection. Washable 
vinyl outer shell.  
Part #103942180
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